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CONTACT INFORMATION

WATER:

PENDER GOUNTY UTILITIES
605 EAST FREMONT STREET
BURGAW, NORTH CAROLINA 28425
PHONE: (910) 259-1570

CONTACT: MICHAEL MACK

STORM DRAINAGE:

NCDENR

127 CARDINAL DRIVE EXTENSION
WILMINGTON, NORTH CAROLINA 28405
PHONE: (910) 796-7215 EXT. 7304
CONTACT: CHRIS BAKER

SANITARY SEWER:

PENDER COUNTY UTILITIES

605 EAST FREMONT STREET
BURGAW, NORTH CAROLINA 28425
PHONE: (910) 259-1570

CONTACT: MICHAEL MACK

THE PANTRY, INC.
305 GREGSON DRIVE
CARY, NORTH CAROLINA 27511
PHONE: (919) 774-6700

SITE ADDRESS:
68 HOOVER ROAD
HAMPSTEAD, NORTH CAROLINA

CSD PROJECT NUMBER: PAN-1403

MASTER DEVELOPMENT PLAN

SITE INFORMATION
SITE ADDRESS: 68 HOOVER ROAD
PIN: 3292-08-2849-0000
DEVELOPER: THE PANTRY, INC.
305 GREGSON DRIVE

- CARY, NORTH CAROLINA 27511
' PHONE: (919) 774-6700

OWNER: FRED ALBRECHT, ET AL
: P.0. BOX 25
HAMPSTEAD, NORTH CAROLINA 28443
DESIGNER: COMMERCIAL SITE DESIGN, PLLC
8312 CREEDMOOR ROAD

RALEIGH, NORTH CAROLINA 27613
PHONE: (919) 848-6121
FAX: (919) 848-3741

GAS:

PIEDMONT NATURAL GAS

1321 SOUTH 10TH STREET
WILMINGTON, NORTH CAROLINA 28401
PHONE: (910) 251-2818

ELECTRIC:

DUKE ENERGY
CUSTOMER SERVICE
PHONE: (800) 452-2777

TELEPHONE:

AT&T
CUSTOMER SERVICE
PHONE: (800) 288-2020

PLANNING / ZONING:

PENDER COUNTY PLANNING &
COMMUNITY DEVELOPMENT

805 SOUTH WALKER STREET
BURGAW, NORTH CAROLINA 28425
PHONE: (910) 259-1202

CONTACT: KYLE BREUER

REVISIONS:

A

NO.

DATE

DESCRIPTION

BY

SHEET INDEX

C-100 COVER

C-200 EXISTING CONDITIONS
C-400 SITE PLAN

C-500 GRADING & DRAINAGE PLAN
LA-100 LANDSCAPE PLAN

ZONING: GB - GENERAL BUSINESS
EXISTING USE: RESIDENTIAL DWELLING
PROPOSED USE: CONVENIENCE STORE / QUICK SERVE
RESTAURANT
BUILDING SETBACKS:
FRONT (US 17) e 25 FEET
CORNER SIDE (HOOVER RD)...... 12 FEET
SIDE (EAST) ceeeeeeereerrecrenne 10 FEET
[=1=7:Y = S 10 FEET
PARKING REQUIREMENTS: CONVENIENCE STORE: 1 SPACE PER

225 SF OF GROSS LEASEABLE AREA,
RESTAURANT: 1 SPACE PER 100 SF
3,513 SF /225 SF = 16 SPACES

1,378 SF/ 100 SF = 14 SPACES
TOTAL = 30 SPACES

PARKING PROVIDED: 32 REGULAR SPACES
2 HANDICAP SPACES
34 TOTAL SPACES
SITE AREA: 137,388 SF OR 3.15 ACRES
DISTURBED AREA: 110,016 SF OR 2.53 ACRES
PROPOSED IMPERVIOUS AREA: 52,419 SF OR 1.20 ACRES
PERCENT OF IMPERVIOUS AREA: 38%
BUILDING AREA: 3,513 SF (CONVENIENCE STORE)
1,378 SF (QUICK SERVE RESTAURANT)
4,891 SF TOTAL
PROPOQOSED BUILDING HEIGHT: 23'-6"
WATER: PENDER COUNTY UTILITIES
SEWER: PENDER COUNTY UTILITIES
PEAK HOUR TRIPS: AM: 227, PM: 262
AVERAGE DAILY TRIPS: 3,299

COMMERCIAL
SITE DESIGN

8312 CREEDMOOR ROAD (919) 848-6121, FAX: (919) 848-7741
RALEIGH, NORTH CAROLINA 27617 WWW.CSITEDESIGN.COM
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CONSTRUCTION SEQUENCE:

THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT EROSION IS MINIMIZED AND THAT
COMPLIANCE WITH ALL APPLICABLE FEDERAL, STATE, AND LOCAL LAWS, REGULATIONS, AND
ORDINANCES IS MAINTAINED THROUGHOUT EXECUTION OF THIS PROJECT.

FLOOD INFORMATION

0 SUBJECT PROPERTY IS NOT LOCATED WITHIN A SPECIAL FLOOD HAZARD ZONE.
6@?\ ITIS LOCATED IN ZONE "X" AS DEFINED BY FEMA F.I.R.M. MAP NUMBER
\,\00\J 3720329200J, WITH AN EFFECTIVE DATE OF FEBRUARY 16, 2007.

1. OBTAIN A LAND DISTURBING PERMIT. SCHEDULE A PRE-CONSTRUCTION MEETING.

2. INSTALL GRAVEL CONSTRUCTION PAD, TEMPORARY DIVERSIONS, SILT FENCE, SEDIMENT
TRAPS OR OTHER MEASURES AS SHOWN ON THE APPROVED PLAN. CLEAR ONLY AS
NECESSARY TO INSTALL THESE DEVICES. SEED TEMPORARY DIVERSIONS, BERMS AND
BASINS IMMEDIATELY AFTER CONSTRUCTION. SEE DETAIL ON SEEDING SCHEDULE.
CONTRACTOR SHALL BEGIN WITH SEDIMENT FENCING AND ALL OTHER SEDIMENT
CONTAINMENT DEVICES FOLLOWED BY ALL DIVERSION AND BY-PASS DITCHES/BERMS.

3. BEGIN CLEARING/GRUBBING AND GENERAL EXCAVATION ON SITE. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO PHASE/STAGE EROSION CONTROL TO ALLOW
FOR CONSTRUCTION.
NOTE: CONTRACTOR SHALL INSPECT AND REPAIR ALL EROSION DEVICES AT LEAST ONCE
A WEEK AND AFTER EVERY RAINFALL. GRADING ACTIVITY SHALL BE PROHIBITED IN THE
N/F AREAS OF THE SEDIMENT CONTROL DEVICES/SEDIMENT TRAPS UNTIL THE AREAS
PAMELA A. HAUSER UPSTREAM OF THESE DEVICES HAVE BEEN STABILIZED AND APPROVED.

DEED BOOK 2974, PAGE 197 4. BEGIN INSTALLING UPSTREAM STORM DRAINAGE SYSTEM. INSTALL APPROVED INLET
MAP BOOK 21, PAGE 27 PROTECTION. TERMINATE STORM DRAINAGE SYSTEM AT TEMPORARY SEDIMENT TRAP
PIN: 3292-09-4048-0000 DEVICES UNTIL SUCH DEVICES HAVE BEEN APPROVED FOR REMOVAL. ADDITIONAL
ZONING: GB , MEASURES MAY BE REQUIRED BY THE INSPECTOR DUE TO THE ROUTING OF THE STORM
USE: VACANT DRAINAGE SYSTEM AND ACTUAL FIELD CONDITIONS;
; NOTE: SEDIMENT BASINS SHALL BE FUNCTIONAL THROUGHOUT GRADING AND
EXCAVATING.

DESCRIPTION

REVISIONS

SITE 7% e 0 30’ AT&T EASEMENT

: ¢ MAP BOOK 50, PAGE 75
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: PIN: 3292-09-1145-0000 e o
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5.  STABILIZATION OF DISTURBED LAND
THE ANGLE FOR DISTURBED [LAND SHALL BE NO GREATER THAN THE ANGLE WHICH CAN
BE RETAINED BY VEGETATIVE COVER OR OTHER DEVICES OR STRUCTURES.
ONGOING ACTIVITY. LAND LEFT EXPOSED SHALL BE PLANTED OR OTHERWISE PROVIDED
WITH TEMPORARY DEVICES, OR STRUCTURES SUFFICIENT TO RESTRAIN EROSION WITHIN
THE APPLICABLE TIME PERIOD AFTER COMPLETION OF ANY PHASE OF GRADING OR
PERIOD OF INACTIVITY AS FOLLOWS: SEVEN DAYS FOR A STEEP SLOPE; TEN DAYS FOR A
MODERATE SLOPE; 14 DAYS FOR LAND WITH NO SLOPE OR INCLINATION. FOR PURPOSES
OF THIS SECTION, A MODERATE SLOPE MEANS AN INCLINED AREA, THE INCLINATION OF
WHICH IS LESS THAN OR EQUAL TO THREE UNITS OF HORIZONTAL DISTANCE TO ONE UNJ
OF VERTICAL DISTANCE; AND A STEEP SLOPE MEANS AN INCLINED AREA, THE
INCLINATION OF WHICH IS GREATER THAN THREE UNITS OF HORIZONTAL DISTANCE TO
ONE UNIT OF VERTICAL DISTANCE. NO OTHER CRITERIA APPLY.
COMPLETED ACTIVITY. FOR ANY AREA OF WHERE GRADING ACTIVITIES HAVE BEEN
COMPLETED, TEMPORARY OR PERMANENT SUFFICIENT TO RESTRAIN SHALL BE
PROVIDED AS SOON AS PRACTICABLE, BUT IN NO CASE LATER THAN SEVEN DAYS AFTER
COMPLETION OF GRADING.

1" = 1000’

7/ WOOoDS )
7 _ (LOBLOLLY PINE STAND
FROM 1 INCH TO 10 INCHES
IN CALIPER)

NOTES:

1.  CONNECT ALL ROOF LEADERS TO STORM DRAINAGE SYSTEM, COORDINATE LOCATIONS
WITH ARCHITECTURAL PLANS.

2. 6" FOUNDATION DRAINS SHALL BE NYOPLAST PER DETAIL SHEET. COORDINATE
LOCATIONS OF CRAWL SPACE DRAINS WITH ARCHITECTURAL PLANS AND CONNECT TO
STORM DRAINAGE SYSTEM.

NOTE: THE CONTRACTOR SHALL ENSURE THAT THE EROSION CONTROL DEVICES REMAIN
UNDISTURBED DURING CONSTRUCTION OF THE BUILDING PADS AND ASSOCIATED
PARKING/DRIVE AREAS ADJACENT TO THESE DEVICES UNTIL THE CONTRIBUTING
UPSTREAM AREAS HAVE BEEN STABILIZED AND APPROVED.

WWW.CSITEDESIGN.COM

(919) 848-6121, FAX: (919) 848.3741

6. WHEN SITE IS APPROVED, REMOVE TEMPORARY DIVERSIONS, SILT FENCING, SEDIMENT
BASINS, ETC., AND SEED OUT OR PAVE ANY RESULTING BARE AREAS. CONNECT

COMMERCIAL
SITE DESIGN

™~ / UPSTREAM STORM DRAINAGE.
WwooDs
(LOBLOLLY PINE STAND _) GRADING NOTES

FROM 1 INCH TO 10 INCHES
IN CALIPER)

G
/\i \
© \
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|

1. ALL GRADING, BACKFILLING, EXCAVATION, ETC., SHALL BE IN ACCORDANCE WITH THE
RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL INVESTIGATION REPORTS.
REFER TO THESE REPORTS FOR ADDITIONAL INFORMATION NOT TRANSFERRED TO
THESE PLANS. .

2. CONTRACTOR IS TO CONTACT NORTH CAROLINA "ONE CALL" AT 800-632-4949 FOR
UNDERGROUND UTILITY LOCATION 48 HOURS PRIOR TO ANY DIGGING.

3. THE EROSION CONTROL MEASURES ARE TO BE IN PLACE PRIOR TO ANY EARTHWORK.

4. ALL EROSION CONTROL MEASURES SHALL BE MAINTAINED UNTIL DISTURBED AREAS
ARE STABILIZED.

5. ALL EROSION CONTROL FACILITIES SHALL BE INSPECTED AND REPAIRED AT A MINIMUM
OF WEEKLY BASIS AND AFTER EVERY RAIN EVENT.

RALEIGH, NORTH CAROLINA 27613

8312 CREEDMOOR ROAD

6. ALL PAVED AREAS SHALL BE KEPT CLEAR OF EARTH MATERIALS AND DEBRIS. THE SITE
SHALL BE MAINTAINED SO AS TO MINIMIZE SEDIMENT-LADEN RUNOFF TO ANY STORM
DRAINAGE SYSTEM.

7. CONTRACTOR SHALL LOCATE AND VERIFY THE LOCATION OF ALL UTILITIES PRIOR TO
BEGINNING CONSTRUCTION.

-

WATER
VALVE

(typ.)

8. ALL CONSTRUCTION TRAFFIC SHALL ENTER AND EXIT THE SITE VIA THE CONSTRUCTION
ENTRANCES.

NC GRID (MB 50, PG 75)

9. THE APPROXIMATE AREA OF THE LIMITS OF CLEARING, GRADING, AND CONSTRUCTION IS
2.53 ACRES.

10. STABILIZATION OF DISTURBED LAND
THE ANGLE FOR DISTURBED LAND SHALL BE NO GREATER THAN THE ANGLE WHICH
CAN BE RETAINED BY VEGETATIVE COVER OR OTHER DEVICES OR STRUCTURES.
ONGOING ACTIVITY. LAND LEFT EXPOSED SHALL BE PLANTED OR OTHERWISE
PROVIDED WITH TEMPORARY DEVICES, OR STRUCTURES SUFFICIENT TO RESTRAIN
EROSION WITHIN THE APPLICABLE TIME PERIOD AFTER COMPLETION OF ANY PHASE
OF GRADING OR PERIOD OF INACTIVITY AS FOLLOWS: SEVEN DAYS FOR A STEEP
SLOPE; TEN DAYS FOR A MODERATE SLOPE; 14 DAYS FOR LAND WITH NO SLOPE OR
INCLINATION. FOR PURPOSES OF THIS SECTION, A MODERATE SLOPE MEANS AN
INCLINED AREA, THE INCLINATION OF WHICH IS LESS THAN OR EQUAL TO THREE
UNITS OF HORIZONTAL DISTANCE TO ONE UNIT OF VERTICAL DISTANCE; AND A
STEEP SLOPE MEANS AN INCLINED AREA, THE INCLINATION OF WHICH IS GREATER
THAN THREE UNITS OF HORIZONTAL DISTANCE TO ONE UNIT OF VERTICAL
DISTANCE. NO OTHER CRITERIA APPLY.
COMPLETED ACTIVITY. FOR ANY AREA OF WHERE GRADING ACTIVITIES HAVE BEEN
COMPLETED, TEMPORARY OR PERMANENT SUFFICIENT TO RESTRAIN SHALL BE
PROVIDED AS SOON AS PRACTICABLE, BUT IN NO CASE LATER THAN SEVEN DAYS
AFTER COMPLETION OF GRADING.
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THE PANTRY, INC.

305 GREGSON DRIVE

CARY, NORTH CAROLINA 27511
PHONE: (919) 774-6700

ALL CUT AND FILL SLOPES AND CHANNEL SIDESLOPES WHICH ARE NOT TO BE
PAVED,
SHALL BE SEEDED UNTIL A GOOD STAND OF GRASS IS OBTAINED IN ACCORDANCE
WITH:
A. 100 LBS PER 1,000 SQUARE FOOT GROUND LIMESTONE OR EQUIVALENT. NO SOIL
TEST
REQUIRED FOR INITIAL ESTABLISHMENT.
B. 20 LBS OF 10-10-10 FERTILIZER OR EQUIVALENT PEER 1,000 SQUARE FOOT.
C. VARIETIES TO BE SEEDED:
1. SPRING SEEDING: MARCH 1 - APRIL 30; SPRING OATS 2.5 LBS PER 1,000
SQUARE FOOT.
2. SUMMER SEEDING: MAY 1 - AUGUST 1; WEEPING LOVE GRASS AT 2 OZ. PER
SQUARE
FOOT MIXED WITH 1 BUSHEL OF SAWDUST FOR UNIFORM SEEDING.
3. ASPHALT MULCH 6 GALLONS PER 1,000 SQUARE FOOT. ALL SEEDING WILL BE
MULCHED.

11. SEE LANDSCAPE PLAN FOR PERMANENT SEEDING.

12. UNLESS OTHERWISE SPECIFIED ON THESE PLANS, ALL STORM DRAINAGE PIPES ARE
TO BE RCP CL. IlI.

APPROXIMATE LOCATION
OF 8" WATER MAIN

7C.B.
/0 = 57.71/
/

D.I.
RIM = 55.98' ,
i INV. OUT =5 .88'/

7C = 58.0
INV. IN (pfg/) =537

68 HOOVER ROAD
HAMPSTEAD, NORTH CAROLINA

GRADING/EROSION CONTROL LEGEND
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CONSTRUCTION ENTRANCE
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8" CORRUGATED PLASTIC

& M, COvER SEDIMENT TRAP GRAPHIC SCALE
1% MIN. SLOPE 30 0 15 30 60

PVC IN TRAFFIC AREAS — |
CLEANOUTS LOCATED @ ALL BENDS
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TURF NOTES:

CHISEL COMPACTED AREAS AND SPREAD TOPSOIL 3 INCHES DEEP OVER
ADVERSE SOIL CONDITIONS, IF AVAILABLE.

2. RIP ENTIRE AREA TO 6 INCHES IN DEPTH.

3. REMOVE ALL LOOSE ROCK, ROOTS, AND OTHER OBSTRUCTIONS LEAVING
SURFACE REASONABLY SMOOTH AND UNIFORM.

4. APPLY AGRICULTURAL LIME, FERTILIZER, AND SUPERPHOSPHATE
UNIFORMLY AND MIX WITH SOIL (SEE BELOW*).

5.  CONTINUE TILLAGE UNTIL A WELL-PULVERIZED, FIRM, REASONABLY
UNIFORM SEEDBED IS PREPARED 4 TO 6 INCHES DEEP.

6. SEED ON A FRESHLY PREPARED SEEDBED AND COVER SEED LIGHTLY WITH

SEEDING EQUIPMENT OR CULTIPACK AFTER SEEDING.
7. MULCH IMMEDIATELY AFTER SEEDING AND ANCHOR MULCH.

8. INSPECT ALL SEEDED AREAS AND MAKE NECESSARY REPAIRS OR
RESEEDINGS WITHIN THE PLANTING SEASON, IF POSSIBLE. IF STAND
SHOULD BE OVER 60% DAMAGED, RE-ESTABLISH FOLLOWING ORIGINAL
LIME, FERTILIZER AND SEEDING RATES.

9. CONSULT CONSERVATION INSPECTOR ON MAINTENANCE TREATMENT AND

FERTILIZATION AFTER PERMANENT COVER IS ESTABLISHED.

*APPLY: AGRICULTURAL LIMESTONE - 2 TONS/ACRE (3 TONS/ACRE IN CLAY

SOILS) FERTILIZER - 1,000 LBS/ACRE - 10-10-10 SUPERPHOSPHATE -
500 LBS/ACRE 20% ANALYSIS MULCH - 2 TONS/ACRE - SMALL GRAIN

STRAW ANCHOR - ASPHALT EMULSION @ 300 GALS/ACRE

SOD PREPARATION:

FOLLOW PREPARATION AS DIRECTED FOR STEPS 1-5 ABOVE. IMMEDIATELY

WATER SOD UPON INSTALLATION AND CONTINUE UNTIL ROOTS ARE
ESTABLISHED.

10. CONTRACTOR SHALL WATER AND MAINTAIN ALL LAWN AREAS UNTIL AN
ACCEPTABLE STAND OF GRASS HAS BEEN ESTABLISHED.

11. ONCE AN ACCEPTABLE STAND OF GRASS HAS BEEN ESTABLISHED, THE
CONTRACTOR SHALL REPAIR ALL DAMAGED AREAS AND MONITOR THE
LAWN AREAS UNTIL THE GRASS REACHES A HEIGHT OF 4 INCHES TALL.,

12. AT THE TIME THE GRASS REACHES A HEIGHT OF 4 INCHES TALL, THE
CONTRACTOR SHALL MOW THE GRASS TO THE HEIGHT OF 3 INCHES AND
TURN OVER THE LAWN MAINTENANCE TO THE OWNER.

13. AN ACCEPTABLE STAND OF GRASS SHALL BE 92% COVERAGE OR BETTER.

XIMATE L OCATION
1" WATER MAIN

PERMANENT SODDING IN NORTH CAROLINA

SPECIES:
HYBRID BERMUDAGRASS

SOIL PREPARATION:
APPLY LIME AT A RATE OF 100 LB PER 1,000 SF. APPLY FERTILIZER AT A
RATE OF 25 LB PER 1,000 SF OF 10-10-10 IN FALL OR 5-10-10 IN SPRING.

SOD INSTALLATION:

1. PRIOR TO LAYING SOD, CLEAR SURFACE OF SOIL OF ALL TRASH AND
DEBRIS. FILL ALL LOW SPOTS TO AVOID STANDING WATER.

2.PRIOR TO INSTALLATION, STORE ALL SOD IN SHADE AND MOISTEN TO
MAINTAIN VIABILITY. DELIVERY AND INSTALLATION OF SOD SHOULD TAKE
PLACE WITHIN A PERIOD OF 36 HOURS.

3. DURING SUMMER, LIGHTLY IRRIGATE SOIL IMMEDIATELY BEFORE LAYING
SOD.

4. LAY FIRST ROW OF SOD IN A STRAIGHT LINE WITH SUBSEQUENT ROWS
PLACED PARALLEL TO AND BUTTING TIGHTLY AGAINST EACH OTHER.
STAGGER STRIPS IN A BRICK-LIKE PATTERN. ENSURE THAT THE SOD IS
NOT STRETCHED OR OVERLAPPED. TRIM AND FIT IRREGULARY AREAS
WITH A KNIFE OR SHARP SPADE.

5. INSTALL STRIPS OF SOD WITH THEIR LONGEST DIMENSION
PERPENDICULAR TO THE SLOPE. ON SLOPES 3:1 OR GREATER, OR
WHEREVER EROSION MAY BE A PROBLEM, SECURE SOD WITH PEGS OR
STAPLES.

6. AFTER SODDING OF AREAS IS COMPLETE, ROLL SOD TO PROVIDE FIRM -
CONTACT BETWEEN ROOTS AND SOIL.

7. IRRIGATE UNTIL THE SOIL IS WET 4 INCHES BELOW THE SOD. KEEP
SODDED AREAS MOIST TO A DEPTH OF 4 INCHES UNTIL GRASS TAKES
ROOT. :

8. NO MOWING SHOULD OCCUR UNTIL THE SOD IS FIRMLY ROOTED,
USUALLY 2-3 WEEKS.

MAINTENANCE:

WATER AS NECESSARY TO MAINTAIN ADEQUATE MOISTURE. GRASS HEIGHT
SHOULD BE MAINTAINED BETWEEN 1 AND 2 INCHES. APPLY FERTILIZER
ANNUALY AT A RATE OF 5-6 LB NITROGEN PER 1,000 SF.

FLOOD INFORMATION

SUBJECT PROPERTY IS NOT LOCATED WITHIN A SPECIAL FLOOD HAZARD ZONE.
pﬁo IT IS LOCATED IN ZONE "X" AS DEFINED BY FEMA F.I.LR.M. MAP NUMBER
3720329200J, WITH AN EFFECTIVE DATE OF FEBRUARY 16, 2007.

N/F
MARK ARMSTRONG
DEED BOOK 4466, PAGE 235
PIN: 3292-09-1145-0000
ZONING: GB
USE: VACANT
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NC GRID (MB 50, PG 75)

NOTE:

IN SOME CASES THE MULCH IS
ONLY A SPECIFIED DIAMETER.
SEE PLANS AND SPECIFICATIONS

3"- 4" MUDDLE RING

NOTE:

PRUNE SHRUB AS RECOMMENDED BY GROWER
ONLY AFTER THE PLANT HAS BEEN WATERED

INTO THE PLANTING SOIL.

FOR FURTHER COORDINATION
OF MULCHING.
SHRUB PIT TO COMPILE
WITH DEPTHS AND
WIDTHS FOUND IN THE SPECS.

TYPICAL CONTAINER (POTTED) ~_|
DECIDUOUS SHRUB

SHREDDED HARDWOOD

BARK MULCH \

i\

(MOBLOLLY PINE STAND
FROMN INCH TO 10 INCHES

PROPOSED LOT AREA
74,653 SF OR 1.71 ACRES

RIM = 55.98'

INV. IN (MW) = 53.

N CALIPER
% )

WOODS -)
(LOBLOLLY PINE STAND
FROM 1 INCH TO 10 INCHES
IN CALIPER)

INV. IN (NW) = 53.5
INV. OYT (SE) =

V'C.B. /
T/C=57.71/
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7/

/
,” LANDSCAPE CALCULATIONS:

STREET YARD REQUIREMENTS:
BUFFER "A"- 15 LF
3 CANOPY TREES AND 2 UNDERSTORY TREES PER 100 LF

US HIGHWAY 17 - 200 LF
REQUIRED TREES = 6 CANOPY AND 4 UNDERSTORY
PROVIDED TREES = 9 CANOPY AND 6 UNDERSTORY

HOOVER ROAD - 325 LF
REQUIRED TREES = 10 CANOPY AND 6 UNDERSTORY
PROVIDED TREES = 8 CANOPY AND 6 UNDERSTORY

PERIMETER YARD REQUIREMENTS:

BUFFER "B"- 10 LF

3 CANOPY TREES AND 2 UNDERSTORY TREES PER 100 LF

*NOTE: EXISTING VEGETATION MEETS PERIMETER YARD REQUIREMENT.

LANDSCAPE NOTES:

g //CONCRgE

ISLAND

g

W

10.

11.

12.

13.

14,

15.

16.

17.

THE GENERAL CONTRACTOR SHALL LEAVE THIS SITE AT FINISHED GRADE. THE

LANDSCAPE CONTRACTOR SHALL REVISE GRADES AT A MINIMUM TO ENSURE
SMOOTH TRANSITIONS BETWEEN PLANTING BEDS AND LAWN AREAS.

PLANT GUARANTEE: ALL PLANTS SHALL BE GUARANTEED TO LIVE FOR TWELVE

MONTHS. THE GUARANTEE SHALL COMMENCE UPON FINAL ACCEPTANCE OF
THE PROJECT. IF ANY PLANTS ARE DEAD OR IN AN UNHEALTHY CONDITION
BEFORE FINAL ACCEPTANCE, THE LANDSCAPE CONTRACTOR SHALL REPLACE
THEM AT HIS EXPENSE, THIS REPLACEMENT SHALL NOT BE CONSIDERED A
GUARANTEED REPLACEMENT.

ALL PLANTING SHALL BE PLACED WITHIN A MULCHED PLANTING BED. ALL
STRAPPING AND THE TOP 2/3 OF WIRE BASKETS MUST BE CUT AWAY AND
REMOVED FROM ROOT BALLS PRIOR TO BACKFILLING PLANTING PIT. REMOVE
TOP 1/3 OF BURLAP FROM ROOT BALL.

ALL LANDSCAPE WORK SHALL BE IN ACCORDANCE WITH CURRENT CITY
STANDARD DETAILS AND SPECIFICATIONS.

ALL AREAS NOT MULCHED SHALL BE SEEDED OR SODDED IN ACCORDANCE WITH

THE AREA SPECIFIED ON PLANS WITH "REBEL II"HYBRID TALL FESCUE OR
EQUIVALENT AS PRESCRIBED IN THE SEEDING SCHEDULE AS SHOWN ON THIS
SHEET.

SITE LIGHTING SHALL NOT BE PLACED IN CONFLICT WITH PLANTED TREES.

TREE PROTECTION FENCING TO BE PROVIDED AROUND TREE PRESERVATION
AREAS IN ACCORDANCE WITH CITY STANDARDS.

COORDINATE ALL WORK WITH SITE LAYOUT AND SITE GRADING, DRAINAGE &
UTILITIES PLAN.

VERIFY LOCATION OF UTILITIES BEFORE PLANTING.

MULCH ALL AREAS, THAT ARE NOT SEEDED OR SODDED, WITH SHREDDED
HARDWOOD MULCH TO A DEPTH OF 3"-4".

THE SELECTION AND INSTALLATION OF PLANTS AND PLANTING METHODS SHALL

CONFORM WITH THE STANDARDS OF THE AMERICAN ASSOCIATION OF
NURSERYMEN OR THE CITY STANDARD DETAILS AND SPECIFICATIONS,
WHICHEVER IS STRICTER.

CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL QUANTITIES. DRAWINGS
SHALL RULE OVER PLANT LISTS.

SUBSTITUTIONS SHALL BE SUBMITTED TO LANDSCAPE ARCHITECT FOR

APPROVAL, PRIOR TO INSTALLATION, SUBSTITUTIONS MAY REQUIRE ADDITIONAL

APPROVAL BY THE GOVERNING JURISDICTION.

ALL LANDSCAPING SOJL AND FILL SHALL BE FREE FROM WEEDS, REFUSE, AND
DEBRIS AT ALL TIMES.

TREES AND LARGE SHRUBS SHALL BE ADEQUATELY SUPPORTED, AS
NECESSARY, USING STAKES AND GUYS. SUCH SUPPORTS SHALL BE DESIGNED
SO AS TO PROTECT TREES AND SHRUBS FROM INJURY. TREES AND SHRUBS
SHALL BE FASTENED TO THE SUPPORT WITH AN ACCEPTABLE COMMERCIAL
TREE TIE OF PLASTIC OR HOSE COVERED WIRE.

THE MAXIMUM GROWTH HEIGHT OF ANY LANDSCAPING WITHIN THE SIGHT
TRIANGLE SHALL BE THREE (3) FEET IN HEIGHT.

PLANTING SOIL TO BE USED SHALL HAVE THE FOLLOWING CHARACTERISTICS:
FERTILE, FRIABLE, NATURAL TOPSOIL OF LOAMY CHARACTER, WITHOUT
ADMIXTURE OF SUBSOIL MATERIAL, OBTAINED FROM WELL-DRAINED ARABLE
SITE, REASONABLY FREE FROM CLAY, LUMPS, COARSE SANDS, STONES 1 INCH
AND LARGER, PLANTS, GRASS, WEEDS, ROOTS, STICKS, AND OTHER FOREIGN

MATERIALS, TOPSOIL SHALL CONFORM TO ASTM D5268 WITH A PH RANGE OF 5.5

TO 7, AND A MIN. 4 PERCENT ORGANIC MATERIAL.
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NOTE:
NONE OF THE B&B TREES ARE TO BE -
STAKED UNLESS INDICATED.
NOTE:
PLASTIC SPIRAL IN SOME CASES THE MULCH IS ONLY
TREE PROTECTION A SPECIFIED DIAMTER - SEE PLANS
AND SPECIFICATIONS FOR FURTHER
SHREDDED HARDWOOD COORDINATION OF MULCHING.
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NOTE:

1. ALL TREES SHOULD BE PRUNED ONLY AFTER
INSTALLATION AND WATERING IN THE TREE.
PRUNE TO GROWERS SPECIFICATIONS.

2. ALL TREES SHALL COMPLY WITH THE AMERICAN

STANDARDS FOR NURSERY STOCK - INCLUDING
TREE PIT DEPTH AND WIDTH.
TREE PLANTING DETAIL
PLANTING SCHEDULE (SEE LANDSCAPING NOTE #12)
SYMBOL| KEY | NO. BOTANICAL NAME COMMON NAME CALIPER | HEIGHT ROOT COMMENTS
HIEIE GINKO B1LOBA GINKO 2z | tomn | Bas | MALESTRANONLY
@ AR 6 ACER RUBRUM RED MAPLE 212" 10’ MIN. B&B -
@ cC 7 CERCIS CANADENSIS EASTERN REDBUD 212" 8’ MIN. B&B -
AA 4 AMELANCHIER ARBOREA SERVICE BERRY 212" 8’ MIN. B&B -
@ L 4 LAGERSTROEMIA INDICA CREPE MYRTLE 2172 8' MIN. B&B -
@ FI 17 FORSYTHIA X INTERMEDIA FORSYTHIA - 18" - 24" 3 GAL. -
s:::é AG | 19 ABELIA GRANDIFLORA GLOSSY ABELIA - 18"-24" | 3GAL -
@ Jv 14 JUNIP%[;\’?UESy\gI;ﬁ-I'NIANA GREY OWL JUNIPER - 18"-24" 3 GAL. SHRUB VARIETY
Q 1G 9 ILEX GLABRA 'COMPACTA’ INKBERRY - 18" - 24" 3 GAL. -
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1 inch = 30 ft.
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COMMERCIAL

THE PANTRY, INC.

68 HOOVER ROAD
HAMPSTEAD, NORTH CAROLINA

305 GREGSON DRIVE

(919) 848-374
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WWW.CSITEDESIGN.COM

(919) 848-6121, FAX

SITE DESIGN

RALEIGH, NORTH CAROLINA 27613

8312 CREEDMOOR ROAD

CARY, NORTH CAROLINA 27511

PHONE: (919) 774-6700
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