
12' TRAVEL LANE 5'

D1

E1

C1

R/W

10'

TRUCK

APRON

1.5' MEDIAN SPILL

 CURB (TYP.)

D1

E1

C1

ROUNDABOUT TYPICAL ROADWAY SECTION

STA. 52+46 TO 54+82

DITCH

VARIES

GRADE POINT

J1
J1

3

:

1

4

:
1

 
M

A

X

3

:

1

4

:
1

 
M

A

X

R1

R1

10'

TRUCK

APRON

1.5' MEDIAN SPILL

CURB (TYP.)

J

T

J

T

SEE DETAIL ON

SHEET CT501 (846.01)

SEE DETAIL ON

SHEET CT501 (846.01)

5'

MIN.

5' CONCRETE SIDEWALK AT GRADE

SEE PLAN VIEW FOR LOCATION

SHOULDER (VARIES)

NON-

MUNICIPAL

EASEMENT

10'

10'

R/W

DITCH

VARIES

5'

MIN.

10' MULTI USE WALKWAY AT GRADE

SEE PLAN VIEW FOR LOCATION

SHOULDER (VARIES)

NON-

MUNICIPAL

EASEMENT

10'

LANDSCAPE

VERGE AREA

R2

R2

R3 R3

2'-6" CONCRETE

 CURB AND GUTTER (TYP.)

4'

BIKE

LANE

LANDSCAPE

VERGE AREA

ROUNDABOUT

CENTER

35' RADIUS

45' RADIUS

62.5' RADIUS

T EARTH MATERIAL - SUBGRADE SOILS

R1 1'-6" MEDIAN CURB AND GUTTER (846.01)

ROUNDABOUT PAVEMENT SCHEDULE

C1

D1

E1

AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.

AT AN AVERAGE RATE OF 224 LBS. PER SQ. YD.

2" ASPHALT CONCRETE SURFACE COARSE, TYPE S9.5B

2.5" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I 19.0 B

3.0" ASPHALT CONCRETE BASE COURSE, TYPE  B 25.0B

AT A RATE OF  342 LBS. PER SQ. YD.

J1

6" AGGREGATE BASE COURSE TO BE INSTALLED UNDER ALL

J

8.0" AGGREGATE BASE COURSE

CURB AND GUTTER

R2 2'-6" CONCRETE CURB AND GUTTER (846.01)

R3 9"X12" CONCRETE CURB (846.01)

1
0

1

0

1
0

10

ROUNDABOUT SIGNAGE AND STRIPING PLAN

NOT TO SCALE

CROSSWALK AND STRIPING DETAILS

NOT TO SCALE
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