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NOTES:

1. CONCRETE SHALL BE 3,000 PSI MIN.

2. CONCRETE FOR THRUST BLOCKING SHALL
BE KEPT FAIRLY DRY, THUS MAKING THE
CONCRETE WEDGE SHAPE MORE EASILY
FORMED WITH THE WIDEST PART
(BLOCKING AREA) AGAINST UNDISTURBED
SOIL.

3. NO CONCRETE SHALL COVER ANY BOLTS

LINE /ROW

MINIMUM 36" HORIZONTAL CLEARANCE
FROM ANY OBJECT.

FIRE HYDRANT, PUMPER NOZZLE TO
BE POINTED TOWARDS FIRE TRUCK ACCESS.

TRAFFIC FLANGE

OR GLANDS.

4. ALL FITTING AND ACCESSORIES TO BE
WRAPPED WITH 10 MIL POLYETHYLENE
PRIOR TO POURING BLOCKING.

5. VOLUME OF THRUST BLOCKING SHALL BE
AS SHOWN ON THE THRUST BLOCKING
SCHEDULE.
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SECTION

LIEU OF CONCRETE ENCASEMENT (ONLY IN
NON-PAVED AREAS).

2. DO NOT ALLOW VALVE BOX TO REST ON THE
VALVE OR WATER MAIN.

3. A VALVE MARKER SHALL BE PLACED ON THE
RIGHT OF WAY AT EACH ISOLATION VALVE.
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NOTES:

FIRE HYDRANTS TO BE LOCATED IN ROW.

INSTALL WITH BURY LINE FLUSH TO FINAL GRADE.
HYDRDANTS TO BE AVK SERIES 278 HYDRANT, NOSTALGIC
HYDRANTS TO BE RED WITH SILVER CAPS AND BONNET.
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FIRE HYDRANTS WILL BE INSTALLED IN TRUE VERTICAL POSITION.

STYLE DRY BARREL.
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16" 26" 20" 16" 18" 12" 16" 12" 16" 18" 20" 20" 36"
20" 36" 26" 24" 18" 18" 13" 12" 9" 19" 18" 24" 48"
24" 48" 33" 30" 21" 18" 18" 15" 11" 21" 21" 28" 56"
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NOTES: STEEL CASING TO EXTEND 10’ FROM
1. FH ACCESS CULVERT SHALL BE A MINIMUM OF & NOTES: THE CL OF THE STORM DRAIN
AR 5 D N = IN LENGTH. CROSSING IN BOTH DIRECTIONS.
4 \ 2 2. DIAMETER OF FH ACCES CULVERT SHALL BE 1. SPACERS SHALL BE PROVIDED WITHIN THE CASING CASING TO MEET THE REQUIREMENTS
| | DETERMINED BY THE LARGER OF THE DRAINAGE PIPE AND CASING ENDS SHALL BE SEALED PER OF CASING FOR BORE AND JACK
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