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7.5 STREET DESIGN 

 

7.5.1 Public and Private Street Design  

A. Layout of streets as to arrangement, width, grade, character, and location shall conform to the 
following: 

1) Pender County Collector Street Plan, Pender County Transportation Plan or other approved 
State or Federal Transportation Improvement Plan. 

a.) In any instance that a site plan or development plan layout does not conform to the 

specific layout of roadways as proposed in an adopted County plan as referred 

above, then the applicant must demonstrate the conformance with the spacing 

standards and move the roadway as detailed below;  

 

Zoning District  Intensity Approximate Street 
Spacing 

Environmental 
Conservation 

 

Little to no 
development 

N/A 

Rural Agricultural Less than 2 dwelling 
units per acre 

3,000 to 6,000 feet 
apart 

General Business, General 
Industrial, Industrial 

Transition, Manufactured 
Housing Community, 

Residential Performance 

2-4 dwelling units per 
acre 

1,500 to 3,000 feet 
apart 

Residential Mixed, Office 
& Institutional, Planned 

Development 

More than 4 dwelling 
units per acre/activity 

nodes 

750 to 1,500 feet apart 

 

b.)  Any deviation from the required spacing standards, width, grade, or character of the 

streets may be granted based on the approval of the Administrator. Maximization of the 

number of lots or parcels in a land division is not a reason to allow a waiver or 

modification. Criteria for approval may include; 

1. 401 or 404 Wetlands as depicted by USACE wetland verification or as presented 

 in written or map form by a wetlands consultant or professional wetlands 

 scientist that identifies wetlands present within the project area and alternative 

 locations of collector streets cannot be achieved. Evidence shall be presented 

 that the written or map form verification has been submitted to USACE for 

 wetland concurrence at the time of permitting; 

    a. Wetlands impacted in excess of 0.5 acres on site that are directly caused by the 

 required collector road shall warrant administrative review for an exception 

 when no other alignment can be made on site without equal or greater wetland 

 impacts. 
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2. Identified Areas of Environmental Concern (AEC) that lie within the identified 

 path of the collector street; 

3. An adjacent property connection cannot be made due to existing conditions 

 that would create a street slope greater than a 4:1 ratio.  

4. Existing railroad crossings, structures, conservation easements or buildings that 

 are not part of the development plan located on the subject property or 

 adjacent property that create a barrier in the identified path of the Collector 

 Street and no other arrangement can be made.  Evidence shall be presented 

 from the appropriate agency showing that the crossing(s) cannot be made; 

5. Significant Trees, as defined (Section 8.1.3.A.2), are located on the subject 

 property and alternative location for collector street construction cannot be 

 made.  A significant tree survey shall be submitted demonstrating the general 

 location, species and size.   

6. The identified Collector Street will lineally connect into an existing roadway 

 network that is, an existing private street, was not constructed to NCDOT 

 standards, or would create conditions inconsistent with the collector street 

 classification.  Alternative roadway design shall be submitted to make 

 connections with the existing or planned roadway network to the Administrator 

 for review and approval. 

2) Adjoining street systems,  
3) Existing, planned and proposed streets, topographic, drainage and other natural features of 

the property, 
4) To provide for continuity in existing streets and proposed streets, 
5) Provide adequate right-of-way for collector streets, 
6) Reasonable access will be provided to adjacent properties for development. 

B. Spite strips along development boundaries preventing access to streets from adjacent 
properties are prohibited. 

C. Street Alignment – local residential street intersections should be directly aligned if possible. 
D. When such intersections cannot be aligned, they shall be offset centerline to centerline by not 

less than 125 ft. Intersections of Collector streets as defined herein or shown on the  Pender 
County Collector Street Plan, Pender County Transportation Plan or other approved State 
Transportation Improvement Plan. 

E. Streets should intersect as nearly as possible at right angles. 
F. Permanent dead end streets (cul-de-sacs) or temporary dead end (stub) streets shall be no 

longer than 1,000 ft. unless it is demonstrated by the developer that the configuration of the 
property prevents its development without longer streets to provide access to the lots and 
common area to be subdivided. Temporary dead end or stub streets shall provide turn around 
capabilities to meet NCDOT requirements. The Cul-de-sac end shall be a bulb type with 
minimum radii as follows: Curb & Gutter Section: RW = 45’, Pavement = 37’ to gutter edge, 
Shoulder Section: RW =50’, Pavement = 35’. 

G. Applicants for subdivision approval shall obtain approval for street names from the Pender 
County Addressing Coordinator. A copy of the approved preliminary plat with approved street 
names must be submitted to the Administrator within 30 days of approval of the preliminary 
plat and prior to final plat submission. 
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H. Sight triangles as required in the NCDOT Secondary Roads Standards shall be provided at all 
street intersections. 

 


